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CORRIDOR HISTORY 

 
 TH 13 Corridor Study, February 2000 
      
Å      ά¢ƘŜ ƭŜǾŜƭ ƻŦ ǘǊŀŦŦƛŎ ŀƭƻƴƎ ŀƴŘ ŀŘƧŀŎŜƴǘ ǘƻ ¢I мо Ƙŀǎ ƛƴŎǊŜŀǎŜŘ ǎǳōǎǘŀƴǘƛŀƭƭȅ ƛƴ ǊŜŎŜƴǘ ȅŜŀǊǎ ǿƛǘƘ 
continued residential, commercial, and industrial development south of the Minnesota River and with the 
opening of the TH 169/Bloomington Ferry Bridge in the mid-мффлΩǎΦέ   
      
Å      άhƴŜ ƻŦ ǘƘŜ Ƴŀƴȅ ŜŦŦŜŎǘǎ ǊŜƭŀǘŜŘ ǘƻ ƛƴŎǊŜŀǎŜŘ ǘǊŀŦŦƛŎ ǾƻƭǳƳŜǎ ŀǊŜ ƛƴŎǊŜŀǎŜŘ ŀŎŎƛŘŜƴǘǎ ŀƴŘ ƻǘƘŜǊ ǘǊŀŦŦƛŎ 
ǎŀŦŜǘȅ ƛǎǎǳŜǎΦέ  
 
Å      ά!ǎ ŀ ǇǊƛƴŎƛǇŀƭ ŀǊǘŜǊƛŀƭΣ ǘƘŜ ŘŜǎƛƎƴ ŀƴŘ ƻǇŜǊŀǘƛƻƴ ƻŦ ¢I мо ƛǎ ŜȄǇŜŎǘŜŘ ǘƻ ŦŀǾƻǊ Ƴƻōƛƭƛǘȅ ƻǾŜǊ ŀŎŎŜǎǎ 
ƴŜŜŘǎΦέ  

  Ports of Savage Feasibility Study, September 2002  
 
Å      ά¢Ǌǳƴƪ IƛƎƘǿŀȅ мо ŎŀǊǊƛŜǎ ǘƘŜ ƘƛƎƘŜǎǘ ǾƻƭǳƳŜ ƻŦ ǘǊǳŎƪ ǘǊŀŦŦƛŎ ƛƴ aƛƴƴŜǎƻǘŀΣ ŀƴŘ ŦŀǊƳŜǊǎ ŀƴŘ ǘǊǳŎƪŜǊǎ 
find it difficult to negotiate the traffic to reach the Ports of Savage in a timely manner. TH 13 is unique in its 
ŎƻƳōƛƴŀǘƛƻƴ ƻŦ ŎƻƳƳǳǘŜǊ ǘǊŀŦŦƛŎ ǿƛǘƘ ǘǊǳŎƪ ŀŎŎŜǎǎ ǘƻ ŀ ƳŀƧƻǊ ƴŀǘƛƻƴŀƭ ǇƻǊǘΦέ  

 



CORRIDOR HISTORY 

 TH 169/TH 13 Stakeholders Workshop Report, December 2006  
      
Å     άThe high volume of through traffic on TH 13 and left-turns from northbound TH 13 to westbound (TH) 
млм ŎŀǳǎŜ ƳǳŎƘ ƻŦ ǘƘŜ ŎƻƴƎŜǎǘƛƻƴ ŘǳǊƛƴƎ ǘƘŜ ǇŜŀƪ ƘƻǳǊǎ ŀǘ ǘƘŜ ¢I мо ƛƴǘŜǊǎŜŎǘƛƻƴΦέ       
 
Å     άMn/DOT suggested full closure of the intersection at Zinran !ǾŜƴǳŜ ŀƴŘ ό¢Iύ млмΧέ  
 

 
 Federal Funding Award, January 2008  

TH 13 South Frontage Road Improvements Feasibility Report, October 2004 
 
Å      άThis project is necessary to provide additional local access control along TH 13 in the downtown Savage 
ŀǊŜŀ ŀƴŘ ƘŜƭǇ ƛƳǇǊƻǾŜ ǘƘŜ ƻǾŜǊŀƭƭ ǘǊŀŦŦƛŎ Ŧƭƻǿ ƻƴ ¢I мо ŀƴŘ ŀŎŎŜǎǎ ǘƻ ǘƘŜ tƻǊǘǎ ƻŦ {ŀǾŀƎŜΦέ  



CORRIDOR VISION 



PROJECT BENEFITS 

 Safety  
 
Å     The TH 13 and TH 101 intersection experiences on average around 30 crashes per year. It is anticipated 
that the project improvements will reduce number of crashes at the intersection by around 50%.  
 
Å      The intersection of Hwy 13 and Hwy 101 was ranked #18 on the statewide-list of Top 200 Highest Crash 
Cost intersections (MnDOT crash data from 2005-2007).  During this period the average annual crash cost 
was about $1,300,000.  Over 75% of these crashes were rear-end crashes, which are related to congestion 
and the signal at the intersection of Hwy 13 and Hwy 101. 
  
 

 

  
 Mobility  
 
Å      Currently, the TH 13 and TH 101 intersection has a capacity of 4,400 vehicles per hour. The project will 
more than double the capacity of the intersection.  



PROJECT HISTORY 

December 2009:   Municipal Consent Granted 
 
2/10/10:  Staff Approved Layout 
 
10/8/10:  Best Value Bids Opened ς All deemed unresponsive 
 
1/28/10:  Low Bid Bids Opened ς $19,037,000 Ames Construction, Inc 
  
3/30/11:  FHWA Concurrence and Project Award 
 
4/5/11:    Notice to Proceed 1 (NTP1) 
 
5/27/11:  NTP2 

 



PROJECT LAYOUT 

General Layout 
Roadway 
Å Limits 
Å Free Flowing EB & WB 
Å EB 101 above 100 yr Flood 
Å Bus Shoulders 
Å Access Closures 

Å Zinran Ave (Right In) 
Å Rhode Island Ave 
Å Louisiana Ave 

Environmental 
Å Flood plain 
Å Artesian Condition 
Å Savage Fen 
Å Eagle Creek 
Å 3 Ponds 

Right of Way 
Å No additional R/W 

Bridge 
Å 1000 ft long 

 
 



PROJECT LAYOUT (Cont.) 

Lane Continuity Change 
Å Lane drop for EB 169 to EB 101. 

Å Lane add for SB 169 to EB 101. 

Å Improve merging and reduce congestion from  backing up onto 
Bloomington Ferry Bridge during PM rush hour.  

Å High Benefit - Low Cost 

 
 


